ERRATA

Electric Machines: Analysis and Design Applying Matlab

Chapter 1 
    p. 3       Eq [.1.1] integrand should read B/µ
Chapter 2


p. 32
Fig. 2.12a, b, and c:  cap S should not be Bold

Chapter 3
    p. 37      Bottom of page in equation for C,  XLω should be XL/ω

p. 78
Fig. 3.24:  
[image: image1.wmf]2
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 leader line to incorrect location

     p. 86     In Eq [3.38], move kA from numerator to denominator in two places.

p. 103
“3.91 Rough Sizing” should be changed to “3.9.1 Rough Sizing”


p. 121

[image: image2.wmf]sinex.m

 file: “sinsuiodal voltage” should be changed to “sinusoidal voltage”

Chapter 4


p. 141
Fig. 4.10a:  CCW arrowhead on primary mutual flux should be deleted


p. 155
Fig. 4.22:    
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should be changed to 
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Chapter 7


p. 450
Fig. 7.26:   line missing from V3 to lower asterisk; some line types are not





correct


p. 463
Fig. 7.40:   straight arrow indicating direction on 
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 should have CCW 





curvature


p. 468
Fig. 7.46:   
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 should be changed to 
[image: image7.wmf]2/

mmm

ei

w



p. 494
Fig. 7.63a:  1.250 in. is slot width; 1.190 in. is coil width


p. 499

[image: image8.wmf]rdrotmmf.m

 title box:  “B-field mmf wave” should be changed to “B-field





wave”
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